GeEmM

PROFESSIONAL KITCHENS

600x400 COUNTERS

LABOR

EN FREEZER COUNTER - Freezer pastry counter suitable
for 600x400 trays.

 Construction: made in stainelss steel

* Internal capacity: 600x400 mm racks

* Position of technical compartment: on right side

« Refrigeration type: refrigeration system HSS "Helped Static
System"

* Control board panel: 2.8" touch control panel, digital display
* prearranged to be installed on plinth

* Defrosting system: automatic defrosing system with heating
elements

» Evaporation of condensation water: automatic

* Supply with: 7 pair of runners each door

Model: TAPBT/16 Code: 42040011
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Technical Data:

Body Height

Doors

Capacity (net)

Capacity (gross)

Capacity of trays/shelves
External dimensions (WxDxH)
Insulation thickness

Tray pitch

Rack positions

Stainless steel top thickness
Top type

Evaporators

Standard lock

Standard light

Temperature

Condensing unit

Gas

Ventilation control

Humidity control

Max abs. power

Cooling power

Input voltage

Energy efficiency class
Energy consumption kWh/24h

Energy consumption kWh/year

Energy efficiency index
Climate class

Volume (gross)

Net weight

Gross weight

mm

nr

mm
cm
mm
mm
nr

mm

nr

kWh/24h
kWh/year

mc
kg
kg

*Evap. -10°C, Cond. +45°C / **Evap. -23,3 Cond. +54,4°C

710

2

270

390

14 600x400
155 x 80 x 90
50

75

7

15/10 H 40
AISI 304 normal
1

NO

NO
-15/-20°C
plug-in unit
R290

NO

NO

490*

485**
1x230V ~ 50Hz
D

7.9

2888

73

5

1,79

173

170
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INSTALLATION DIAGRAM:

PART. INGOMEBERC PORTE f DOOR
DIMENSIONS
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GAS REFRIGERANTE R290/ R230 REFRIGERANT GAS
FOTEMZA MAX ASSOREBITA TAP [ TAF MAX ABSCORBED FOWER (260 W
% FOTENZA MAX ASSOREBITATAR BT/ TAF ET MAX ABSORBED POWER (420 W

1:20
- AITERMIMNI DI LEGGE QUESTO DISEGMO E' DI NOSTRA PROPRIETA'E NOMN PUO'ESSERE USATO O RIPRODOTTO SENZA NOSTRA ALTCORIZZAZIONE -

ALIMENTAZIONE /: 230%™ 1-50Hz (7 spina SCHUKO / SCHUKO plug) -
ELECTRIC SUPPLY Lunghezza cavo 2 mt / 2 mt Wire length

& CEMM

TAPBT/16
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ECOLABEL:
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