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NEW ATLAS, ATLAS PLUS, BASIC:

Thanks to constant investment in research and development, GEMM designs cutting-edge refrigerated solutions to meet the 

demands of the global market. From this vision comes a complete range of refrigerated counters and bases for gastronomy 

— NEW ATLAS, ATLAS PLUS, and BASIC — designed to ensure maximum efficiency and reliability, combining a clean and 

refined design with a solid structure.

The choice of climatic class 5 and tropicalization features guarantees consistent performance even in hot and humid 

environments. 

High-efficiency refrigeration systems preserve the freshness, quality, and organoleptic properties of food over time. More-

over, the use of the natural refrigerant R290 allows significant energy savings and reduces emissions, fully respecting the 

environment.
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DISTINCTIVE FEATURES
The NEW ATLAS, ATLAS PLUS, and BASIC lines have been designed to meet the most specific needs of contemporary 

catering, which demands efficiency, reliability, and energy savings. Available in a wide range of models, configurations, 

and variants, they offer maximum flexibility of use, ensuring high performance, reliability, and optimal space manage-

ment.

Designed to guarantee top performance and precise temperature control, they feature a series of characteristics that 

make them ideal even in the most demanding environments:

- Optimal thermal insulation thanks to high-density, thick polyurethane insulation, free of HCFC

- State-of-the-art refrigeration systems with high energy efficiency

- Digital touch control panel for simple, intuitive, and precise operation

- Option to install drawers with full-extension telescopic guides, both internally and externally

- Evaporators with cataphoresis treatment positioned between compartments for optimal performance  

ROUNDED 
BOTTOM

EVAPORATOR WITH 
ANTI-CORROSION 
CATAPHORESIS 
COATING

EASILY 
REMOVABLE 
GASKETS

ARRANGED FOR 
INSTALLATION ON 
WHEELS, FEET, 
OR PLINTH

WI-FI SUPERVISION 
GEMM CLOUD 
(ON REQUEST)

LOW-ENERGY 
CONSUMPTION 
ELECTRIC FANS

CUSTOMIZABLE RAL 
(ON REQUEST) R290 GAS HEATED DOOR FRAME 

(NEGATIVE TEMPERATURE)
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MORE CONTROL,

MAXIMUM RELIABILITY 

Counters and bases are built to match the highest quality standards, featuring a one-piece stainless steel structure, obtained

through the injection of high-density polyurethane resins, free of HCFC. These units can be adapted to any environment 

thanks to their multiple setup options with doors and drawers. Equipped with full-extension telescopic guides, they also 

feature snap-in magnetic gaskets that are easy to replace. These features make them suitable for every storage requirement 

in various areas of the gastronomy sector.

With GEMM refrigerated counters, you can optimize cold management: more effective and safe storage, reduced waste, and 

better workflow organization. Thanks to the use of high-quality materials and advanced technical solutions such as natural 

R290 refrigerant, smart digital thermostat, continuous Wi-Fi monitoring (optional), and Energy Class A for some models of 

the ATLAS PLUS line, these counters represent a strategic choice for those who prioritize efficiency, sustainability, and energy 

savings.

& 
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With GEMM CLOUD, your kitchen is always connected, efficient, and cutting-edge.
This smart platform allows you to remotely control and manage all GEMM equipment easily and instantly, 
constantly monitoring processes and receiving real-time HACCP notifications and reports.
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EVERY INGREDIENT IN ITS PLACE 
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GEMM refrigerated and storage counters are not just a solution for optimal food preservation, but a strategic ally in the 

kitchen. Thanks to their modularity, spacious compartments, and various body heights, they offer a wide range of storage 

options to meet every need: fresh ingredients, semi-prepared foods, ready-to-serve preparations, beverages, or frozen 

products. Adjustable drawers, racks, and internal drawers help the smart space management, improving efficiency and 

reducing waste. An advanced system that combines preservation and functionality, designed for contemporary catering.
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DRAWER UNIT

2 drawers 1/2

3 drawers 1/3 (Positive)

2 drawers 1/3 + 2/3 (Positive)

REMOTE COOLING UNIT

Technical compartment positioned 

on the right or left side

STAINLESS STEEL WORKTOP 

H 40 10/10

With worktop

Worktop with backsplash

INSTALLATION

On feet

On wheels

On masonry plinth

AIR CIRCULATION

Air inside the cabinet is evenly circulated by the 

fans, ensuring stable temperature throughout.

25U0544_p03_1989 Gemm new atlas Plus 2025.indd   12 02/10/25   10:02

13

COOLING UNIT

BUILT-IN

Positioned on the right or left side

DEPTH

600 mm

700 mm

EVAPORATORS BETWEEN COMPARTMENTS

The evaporators are strategically placed between 

compartments to ensure unvarying cooling, even 

in the 4-door versions.

FINISH

Customizable color

BODY HEIGHT

H 665 mm

H 760 mm
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The NEW ATLAS refrigerated and storage counters, available in 600 mm and 700 mm depths, have been designed and 

manufactured according to the highest quality standards. The counters feature automatic defrosting via electric heaters 

and a device for automatic evaporation of condensate water. They are also available with a built-in unit or prearranged for 

a remote condensing unit with valve system, in both positive and negative temperature versions.

Equipped with 1, 2, 3, or 4 doors, with options for 2 or 3 drawers and a technical compartment on either the right or left side.

Included: 1 GN 1/1 rack per door.

ON REQUEST

GLASS DOOR FOR NORMAL 
TEMPERATURE 
COUNTERS WITH LED LIGHTING

CR7/2
FREEZER DRAWER SET WITH 
2 DRAWERS 1/2

CR7/3
REFRIGERATED DRAWER SET
WITH 3 DRAWERS 1/3 (700 depth)

CR7/4
REFRIGERATED DRAWER SET
WITH 2 DRAWERS 1/3 + 2/3 (700 depth)

CR7/2 BT
REFRIGERATED DRAWER SET
WITH 2 DRAWERS 1/2

CO2 SYSTEM 
PREDISPOSITION 

LED 
LIGHT

WI-FI SUPERVISION 
SYSTEM
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TG6D/170  TGB6D/170

WxDxH (cm)          176x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

TG6D/130  TGB6D/130

WxDxH (cm)          130x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

BODY HEIGHT
H 665 mm

Temperature

-15/-20°C

Temperature

-15/-20°C

Built-in unit version

Refrigerated and freezer counters 
depth 600 – H 665
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NEW ATLAS

TG6D/220  TGB6D/220

WxDxH (cm)          222x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

Temperature

-15/-20°C
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https://gemm.datipro.it/pdf-datasheet-language-selection/40201407
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https://gemm.datipro.it/pdf-datasheet-language-selection/40201457
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TNG6D/150 TNGB6D/150

WxDxH (cm)          154x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

TNG6D/100            TNGB6D/100

WxDxH (cm)          108x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

Temperature

-15/-20°C

Temperature

-15/-20°C

BODY HEIGHT
H 665 mm

Prearranged version for remote condensing unit

Refrigerated and freezer counters
depth 600 – H 665
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NEW ATLAS

TNG6D/200  TNGB6D/200

WxDxH (cm)          200x60x85

Internal capacity (cm) 32,5x43

Temperature

-2/+8°C

Temperature

-15/-20°C
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Built-in unit version

TG7D/130            TGB7D/130  

WxDxH (cm)          130x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

TG7D/090             TGB7D/090

WxDxH (cm)          90x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

BODY HEIGHT
H 665 mm

Temperature

-15/-20°C

Temperature

-15/-20°C

Refrigerated and freezer counters
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NEW ATLAS

TG7D/220  TGB7D/220

WxDxH (cm)          222x70x85

Internal capacity GN 1/1

Temperature

-2/+8°C

TG7D/170  TGB7D/170

WxDxH (cm)          176x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

Temperature

-15/-20°C

Temperature

-15/-20°C
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https://gemm.datipro.it/pdf-datasheet-language-selection/40202796
https://gemm.datipro.it/pdf-datasheet-language-selection/40202407
https://gemm.datipro.it/pdf-datasheet-language-selection/40202807
https://gemm.datipro.it/pdf-datasheet-language-selection/40202437
https://gemm.datipro.it/pdf-datasheet-language-selection/40202822
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TNG7D/100  TNGB7D/100

WxDxH (cm)          108x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

TNG7D/060  TNGB7D/060

WxDxH (cm)          68x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

BODY HEIGHT
H 665 mm

Temperature

-15/-20°C

Temperature

-15/-20°C

Prearranged version for remote condensing unit

Refrigerated and freezer counters
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NEW ATLAS

TNG7D/200  TNGB7D/200

WxDxH (cm)          200x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

TNG7D/150  TNGB7D/150

WxDxH (cm)          154x70x85

Internal capacity  GN 1/1

Temperature

-2/+8°C

Temperature

-15/-20°C

Temperature

-15/-20°C
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Inside the chambers, entirely made of AISI 304 stainless steel, there are integrated side runners 

that allow the placement of racks on 7 different levels, with a 75 mm spacing.

GEMM counters represent the perfect balance of functionality, sustainability, and durability, 

designed for those seeking a professional, reliable solution built to last.

25U0544_p03_1989 Gemm new atlas Plus 2025.indd   25 02/10/25   10:03



25U0544_p03_1989 Gemm new atlas Plus 2025.indd   26 02/10/25   10:03

ATLAS PLUS
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ATLAS PLUS refrigerated and storage counters have been designed to meet the needs of customers who want the best for 

their kitchen! Thanks to the 760 mm body height, ATLAS PLUS counters offer 18% more storage capacity compared to standard 

refrigerated counters. The refrigeration systems guarantee top performance even in the most demanding working conditions. 

Doors and drawers feature welded-edge finishes, these models rely on automatic defrosting via electric heaters, and 

a device for automatic condensate water removal. Equipped with 1, 2, 3, or 4 doors, with options for 2 or 3 drawers and a 

technical compartment on either the right or left side. Included: 2 GN 1/1 racks per door.

WI-FI SUPERVISION 
SYSTEM

CRH/2
REFRIGERATED DRAWER SET
WITH 2 DRAWERS 1/2

CRH/2 BT
FREEZER DRAWER SET 
WITH 2 DRAWERS 1/2

ON REQUEST

GLASS DOOR FOR NORMAL 
TEMPERATURE 
COUNTERS WITH LED LIGHTING

CRH/3
REFRIGERATED DRAWER SET
WITH 3 DRAWERS 1/3

LED 
LIGHT

LOCK 
WITH KEY

CRH/4
REFRIGERATED DRAWER SET
WITH 2 DRAWERS 1/3 + 2/3

CO2 SYSTEM 
PREDISPOSITION
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Built-in unit version

Refrigerated and freezer counters

BODY HEIGHT
H 760 mm

THD/130  THBD/130

WxDxH (cm)          130x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

THD/090   THBD/090

WxDxH (cm)          90x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

CLASS A

Temperature

-15/-20°C

Temperature

-15/-20°C
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ATLAS PLUS

THD/220  THBD/220

WxDxH (cm)          222x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

THD/170  THBD/170

WxDxH (cm)          176x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

CLASS A

Temperature

-15/-20°C

Temperature

-15/-20°C
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BODY HEIGHT
H 760 mm

THND/100  THNBD/100

WxDxH (cm)          108x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

THND/060  THNBD/060

WxDxH (cm)          68x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

Temperature

-15/-20°C

Temperature

-15/-20°C

Prearranged version for remote condensing unit

Refrigerated and freezer counters
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ATLAS PLUS

THND/200  THNBD/200

WxDxH (cm)          200x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

THND/150  THNBD/150

WxDxH (cm)          154x70x90

Internal capacity  GN 1/1

Temperature

-2/+8°C

Temperature

-15/-20°C

Temperature

-15/-20°C
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https://gemm.datipro.it/pdf-datasheet-language-selection/40331010
https://gemm.datipro.it/pdf-datasheet-language-selection/40341010
https://gemm.datipro.it/pdf-datasheet-language-selection/40331040
https://gemm.datipro.it/pdf-datasheet-language-selection/40341040
https://gemm.datipro.it/pdf-datasheet-language-selection/40331100
https://gemm.datipro.it/pdf-datasheet-language-selection/40341070
https://gemm.datipro.it/pdf-datasheet-language-selection/40331160
https://gemm.datipro.it/pdf-datasheet-language-selection/40341105


25U0544_p03_1989 Gemm new atlas Plus 2025.indd   32 02/10/25   10:03

33

+18 %Storage capacity
compared to standard refrigerated counters

All counters are equipped with a 2.8’’ touch electronic board that allows precise temperature 

programming and Wi-Fi connection to GEMM Cloud (optional).
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BASIC refrigerated snack counters, with internal GN 1/1 dimensions, are suitable for supporting cooking tops with depths 

of 650 and 700 mm. The stainless steel construction features 50 mm thick insulation made by injection of HCFC-free 

polyurethane resin. The positive temperture versions are available with doors and drawers, and  the freezer versions with 

doors and large drawers. Automatic defrosting is provided via electric heaters, along with a device for condensate water 

removal. Included: 1 GN 1/1 rack per door.

ON REQUEST

REFRIGERATED DRAWER 
SET WITH 2 DRAWERS 1/2

FREEZER 
DRAWER

REFRIGERATED 
DRAWER

WI-FI SUPERVISION 
SYSTEM

CO2 SYSTEM 
PREDISPOSITION 

PREDISPOSITION 
FOR REMOTE
CONDENSING UNIT

25U0544_p03_1989 Gemm new atlas Plus 2025.indd   35 02/10/25   10:03



BRS/120  BSBT/120 

WxDxH (cm)          120x64x61

Internal capacity  GN 1/1

Temperature

-2/+8°C

BRS/160  BSBT/160  

WxDxH (cm)          160x64x61

Internal capacity  GN 1/1

Temperature

-2/+8°C

Temperature

-15/-18°C

Temperature

-15/-18°C

BODY HEIGHT
H 480 mm

Built-in unit version
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BASIC

BRS/220

WxDxH (cm)          220x64x61

Internal capacity  GN 1/1

Temperature

-2/+8°

GN 1/1
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Refrigerated and storage counters for cooking tops are designed to offer maximum solidity and 

durability. The robust stainless steel structure ensures stability and long-lasting performance.

For the positive temperature version, setups with drawers and large drawers are available, 

allowing practical and organized ingredient management, optimizing time and space in the ki-

tchen. In the negative temperature version, the compartment can be configured with freezer 

drawers instead of doors, providing an ideal solution for easy access to frozen products.

25U0544_p03_1989 Gemm new atlas Plus 2025.indd   39 02/10/25   10:03



2
0

2
5

/
1

0
T

h
e
 m

a
n

u
fa

ct
u

re
r 

re
se

rv
e
s 

th
e
 r

ig
h

t 
to

 m
a
ke

 c
h

a
n

g
e
s 

to
 t

h
e
 p

ro
d

u
ct

 w
it

h
o
u

t 
p

ri
o
r 

n
o
ti

ce
.

25U0544_p03_1989 Gemm new atlas Plus 2025.indd   40 02/10/25   10:03

https://www.gemm-srl.com


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA39 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 50
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 50
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 150
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /PDFXOutputConditionIdentifier (FOGRA27)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ITA ([Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '072_dpi_a_Filo'] [Basato su '300_dpi_Crocini_InDesing'] [Basato su '300_dpi_Crocini_InDesing'] [Basato su '300_dpi_Crocini_InDesing'] [Basato su 'Qualita)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (Coated FOGRA27 \(ISO 12647-2:2004\))
      /DestinationProfileSelector /WorkingCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions false
        /ConvertStrokesToOutlines true
        /ConvertTextToOutlines false
        /GradientResolution 144
        /LineArtTextResolution 288
        /PresetName ([Bassa risoluzione])
        /PresetSelector /LowResolution
        /RasterVectorBalance 0.750000
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 14.173230
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




